














AGELESS-EYE®Oxygen Indicator
Better  Life  for  You r  P r o du c t  

Strength as a leading manufacturer
in the oxygen absorber industry

More  L i fe  for  Your  Brand

EYE-LS Tablet type 41×33(mm)
6,000

(500 packets × 12 bags)
5～35℃、

Aw0.10～0.99

Not Compliance with FDA

Type Appearance Type Size Quantity Conditions of use

Product

AGELESS®Peripheral

Feature
○ Allows to visually check the oxygen-free state (oxygen concentration:  0.1% or less) in a
　 container or a package by color-changing.

If you scan the following QR code, 
you can see the video of auto insert machine. 

Oxygen-free state (0.1% or less)

* Pink to blue: Several minutes after contacting with oxygen (25 ºC)

* Blue to pink: 2-3 hours after the oxygen-free state is achieved (25 ºC)

In this interval, the color steplessly
changes between pink and blue

depending on oxygen concentrations.

Oxygen: 0.5% or more

■ Image of color changing

AGELESS®seal check AGELESS®automatic insertion machine

■ Storage method and guarantee period of AGELESS-EYE®

AGELESS-EYE® products are delivered by room temperature 
courier service, and on arrival, immediately place them in a
refrigerator and keep them at or below 15 ºC with protection
from light.

AGELESS-EYE® Guarantee period

Tablet type 6 months after shipment, 15 ºC

The p ink tone of  AGELESS-EYE® ind icates  that  oxygen concentrat ion ins ide of  the conta iner  i s  0.1% or  less  and
does not  d i rec t ly  ind icate  the packag ing s tatus  or  the qua l i t y  of  the produc t .

Check sea l  f a i lure  and p inholes .
One-touch spray t ype .

When connected to an automatic packing
machine, pieces of AGELESS are cut from a
roll and inserted one at a time. Its compact
design means it can be installed and

connected to existing packing machines.

AGELESS®automatic adhesive machine

The machine affixes double-coated adhesive
tape to AGELESS and tape one by one in inkage
with a packaging film or top film of trays.
There is also adhesive system using hot melt
agent. The machine can prevent AGELESS
from being accidentally ingested.

- Two main production sites
   located in Japan and Thailand
- Numerous product warehouses in
   Japan and abroad

Dependable business
continuity planning (BCP) 

Stable supply

- Achievements in supplying the
  products to many domestic and
  overseas food manufacturers
- Caring customer service and
   innovative product development

Achievements
in the food

use over forty years

- AGS Service Center with decades of
   experience does data acquisition,
   trouble shooting and customer
   product testing. 

Experienced
technical
service

- Abundant product lineup available
   for various food applications
- Products complying with FDA/EU
   regulations;

Broad product
lineup

Research and Development Center
of Oxygen Absorbers

Tokyo Techno Park (TTP), 
Mitsubishi Gas Chemical Co.,INC.

- ISO9001/FSSC22000 certified
- State-of-the-art equipment and the
  quality appreciated for many years

Thorough quality
control

AGELESS  Service Center, Tokyo Office,
MGC AGELESS  Co.,LTD.

Technical Service Center of
Oxygen Absorbers

AGELESS (THAILAND) CO.,LTD.Production Plant of
Oxygen Absorbers

Production Plant of
Oxygen Absorbers

Shirakawa Office, 
MGC AGELESS  Co.,LTD.
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Oxygen  Abso rbe r

Oxygen Absorber

For preserving product

freshness,purity,

and integrity.
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